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Why choose 
Aludecor Wabi-Sabi 

Everything fades with time. But is it possible  

to cease the moment in pieces of art? Aludecor’s  

Wabi-Sabi MCPs are an attempt at just that.

The patterns and textures in this range are  

inspired from elements around the world. They  

are designed to o er an exquisite set which aims  

to showcase harmony and beauty in daily 

imperfections. Wabi-Sabi is rooted in modesty  

that is elegantly perceived.

+
Metal Composite Panel



CS-02 | Patina Minted Copper

CS-03 | Patina Oxidised CopperCS-01 | Patina Copper

Patina



Rugged

CS-04 | Rugged Yellow CS-05 | Rugged Orange CS-06 | Rugged Brown

CS-07 | Rugged Red



CS-08 | Fossil Zinc

CS-09 | Rustiq Zinc

Zinc



Antiq

MA-09 | Antiq Ebony MA-10 | Antiq Slate MA-11 | Antiq Russet

MA-12 | Antiq Taupe



MA-07 | Béton Black MA-08 | Béton White

MA-04 | Béton Copper

Béton



MA-05 | Béton Gold MA-02 | Béton Smoke

MA-01 | Béton Silver

Béton



CS-01 | Patina Copper | Guerilla Collection Creative visualisation. Actual product may vary.



CS-06 | Rugged Brown | Guerilla Collection | Saket Group Creative visualisation. Actual product may vary.



MA-02 | Béton Smoke | Brut Collection Creative visualisation. Actual product may vary.



MA-10 | Antiq Slate | Brut Collection | Tata Steel, Kolkata Creative visualisation. Actual product may vary.



CS-09 | Rustiq Zinc | Guerilla Collection Creative visualisation. Actual product may vary.



Silicone Free Cladding 
Profiles and Fixtures

Aludecor Systems are versatile and can be 
assembled quickly. They are a concealed 
fixing system of the following types . . .

Male 
Female 

Rainscreen

Sl.
No. Particulars Product Composition

1

2

3

4

5

6

7

8

PRODUCT  GRADE

TOTAL  THICKNESS  OF  
THE  PANEL 

THICKNESS  OF THE  
ALUMINIUM SKIN
( Top skin/Bottom skin )

THICKNESS OF LDPE/
MINERAL CORE

GRADE  OF  ALUMINIUM 
SKIN

COATING THICKNESS 
(Front coil)

COATING  THICKNESS
(Back coil)

PRODUCT TOLERANCE WIDTH

±2.0 mm ±4.0 mm ±0.03 mm ±0.2 mm Maximum  
5.0 mm

Maximum 
0.5% of

width and/or 
length

Maximum
0.8% of width 
and/or length

LENGTH THICKNESS

COIL PANEL AL 43 & AL 33AL 45

SQUARENESS BOW

AL 45

4 mm

O.5 mm

3 mm

AA 3105/*AA 5005 
(Supplier – Hindalco)

30 µ - 35 µ
(Three coat paint system)

Suppliers: 
Akzonobel/PPG/Beckers/
Nippon

4µ- 7µ  Service  coat

AL 43

4 mm

O.25 mm

3.5 mm

AA 1100 
(Supplier-Hindalco)

30 µ - 35 µ
(Three coat paint system)

Suppliers: 
Akzonobel/PPG/Beckers/
Nippon

4µ - 7µ  Service  coat

AL 33

3 mm

O.25 mm

2.5 mm

AA 1100 
(Supplier-Hindalco)

30 µ - 35 µ
(Three coat paint system)

Suppliers: 
Akzonobel/PPG/Beckers/Nippon

4µ - 7µ  Service  coat

*Wabi Sabi panels are also available in AA 5005 against minimum order quantity.

Scan to enquire

  1800 102 0407 (Toll Free)
W  aludecor.com/enquiry

Aludecor MCPs can come in both Aludecor FireWall A2 and 
Aludecor FireWall. They have Factory Production Control 
certification from Emirates Safety Laboratory (ESL) for reaction 
to fire classifications of EN 13501-1 Class A2 – s1, d0 for FireWall 
A2 and EN 13501-1 Class B–s1, d0, DIN 4102 Class B1 for Aludecor 

FireWall.

#BeatTheFire
*Aludecor FireWall A2 has fireproof properties close to metals.

Best Practices Award from the European Society for Quality Research 
(ESQR), for Quality, R&D, Meticulous Test Metrics, First-rated Industry 
Practices and Best-in-class Products, received at Brussels, Belgium.



+
Metal Composite Panel

Works
Haridwar
(Unit 1)  Plot 95 | 96 | 97 Sector V IIE Sidcul Ranipur BHEL
Haridwar Uttarakhand 249403
P +91 1334 239 343

(Unit 2)  Plot 31A Sector 11 IIE Sidcul Ranipur BHEL
Haridwar Uttarakhand 249403

(Unit 3)  Industrial Plot No 23 Industrial Park IV Begampur 
Pargana Roorkee Haridwar Uttarakhand 249405

Toll Free 1800 102 0407 
info@aludecor.com | aludecor.com
CIN: U27203WB2004PTC099221

Kolkata
Martin Burn Building Suite 52 5th Floor 1 RN Mukherjee Road
Kolkata 700001 West Bengal
P +91 33 4027 6600

 -   Chennai  Mumbai  New Delhi  
- Ahmedabad  Bangalore  Guwahati  Hyderabad

Indore  Jaipur  Kochi  Lucknow  Pune

Follow us on

Scan this to enquire

W aludecor.com/enquiry

Scan for Zonal & Branch address

W aludecor.com/branch-locator

A percentage of the proceeds from our sales is forwarded towards welfare purposes. 

Get 3D previews 
of the interiors and exteriors
you wish to fabricate and more

Visit aludecor.com
Go to the Support Section 
Click on the Design Assist Section
Follow step-by-step instructions
for fabrication ideas . . . absolutely free! 

#BeatTheFire

Aludecor MCPs can come in both Aludecor Firewall A2 
and Aludecor Firewall. These are Factory Production 

for Aludecor Firewall A2 and EN 13501-1 Class B-s1, d0 for 
Aludecor Firewall. Aludecor Firewall is also having a product 

for Class B1 in accordance to DIN 4102.

Best Practices Award from the European 
Society for Quality Research (ESQR), for 
Quality, R&D, Meticulous Test Metrics, 
First-rated Industry Practices and Best-
in-class Products, received at Brussels, 
Belgium.

Aludecor Systems are versatile and can 
be assembled quickly. It is a concealed 
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Rainscreen

Silicone Free Cladding 

Fireproof MCPs Fire Retardant MCPs
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